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Abstract 
The	use	of	biomass	boilers	 to	heat	greenhouses	 is	 increasing	due	 to	 the	 lower	
biomass	 cost	 compared	 to	 other	 fuels	 such	 as	 gasoil	 or	 gas.	 Furthermore	 biomass	
fuels	 are	 considered	 environmentally	 suitable	 to	 have	 a	 zero	 balance	 for	 CO2.	
Moreover,	in	addition	to	heat,	biomass	combustion	produces	CO2	that	can	be	used	to	
enhance	 the	production	of	crops.	The	aim	of	 this	work	was	 to	develop	a	system	 for	
recovering	 CO2	 from	 the	 flue	 gases	 of	 biomass	 combustion	 and	 its	 supply	 into	 the	
greenhouse.	The	CO2	capture	was	performed	by	adsorption	on	activated	carbon	that	
has	 the	 capability	 of	 selectively	 retaining	 the	 CO2	 at	 high	 pressures	 and	 low	
temperatures.	The	investigation	was	carried	out	at	Fundación	Cajamar	in	Almería	in	a	
‘parral’	 greenhouse	 with	 an	 area	 of	 887	 m2.	 During	 the	 daytime	 hours,	 the	 CO2	
greenhouse	dose	was	9	g	CO2	h-1	m-2,	and	it	was	necessary	to	use	the	heating	system	for	
4	h	day-1	 to	 capture	 the	CO2	 required.	Both	 the	biomass	boiler	and	 the	CO2	 capture	
system,	 resulted	 in	a	2°C	 increase	 in	air	greenhouse	night	 temperature	and	a	mean	
CO2	 concentration	 around	 600	 ppm	 during	 the	 daytime	 hours.	 This	 system	 can	
improve	yield	and	 reduce	CO2	emissions	 to	 the	atmosphere	with	 the	corresponding	
environmental	benefit.	
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the	atmospheric	concentration	producing	a	deficit.	This	deficit	is	even	higher	when	the	crop	reaches	 maximum	 development	 (Sánchez-Guerrero	 et	 al.,	 2005).	 Assays	 performed	 in	Mediterranean	 greenhouses	 indicate	 that	 the	 [CO2]	 decreases	 up	 to	 20%	 compared	 to	atmospheric	 concentration	 (Lorenzo	 et	 al.,	 1990),	 even	when	 the	windows	are	open.	As	 a	means	 of	 addressing	 this	 deficit,	 some	 authors	 propose	 various	 carbon	 enrichment	techniques	to	increase	crop	production	Nederhoff	(1995a).	Conversely,	many	authors	assert	that	the	photosynthesis	rate	enhances	when	increasing	[CO2]	above	the	atmospheric	value,	from	350-380	ppm	 to	 1,000	ppm.	 In	 this	 range,	 the	photosynthesis	 rate	 becomes	 optimal	and	 cannot	 be	 surpassed,	 even	 if	 higher	 [CO2]	 values	 are	 used.	 This	 photosynthesis	 rate	increase	 translates	 into	a	 significant	 rise	 in	production.	Anyway,	 it	 is	 essential	 to	optimize	the	 carbon	 fertilization	 strategy,	performing	 them	 in	 the	absence	of	 other	 limiting	 factors.	Thus,	the	best	results	are	obtained	when	radiation	levels	are	high,	then	the	photosynthesis	rate	 increases	 with	 temperature	 and	 [CO2].	 Carbon	 enrichment	 not	 only	 affects	 the	photosynthesis	 rate,	 but	 it	 also	 increases	 the	 water	 consumption	 efficiency	 by	 gradually	reducing	 the	 stomata	 opening	 rate,	 since	 water	 loss	 caused	 by	 transpiration	 decreases	(Sánchez-Guerrero	et	al.,	2009).	This	 work	 proposes	 and	 evaluates	 a	 system	 where	 CO2	 generated	 from	 biomass	combustion	for	heating	is	captured	and	stored	during	the	night	period	to	be	used	during	the	daylight	period.	Both,	heat	and	CO2	are	used	to	increase	the	yield	of	crops	in	greenhouse.	
MATERIAL	AND	METHODS	
Greenhouse	environment	Experimental	data	have	been	obtained	from	a	‘parral’	greenhouse	with	a	surface	area	of	 877	m2,	 a	polyethylene	 cover,	 and	 automated	ventilation	at	 the	Experimental	 Station	of	Fundación	Cajamar,	in	El	Ejido,	in	the	province	of	Almeria,	Spain	(2°43’W,	36°48’N,	and	151	m	high)	(Figure	1).	The	orientation	of	the	greenhouse	was	E-W	with	crop	rows	aligned	N-S.	Cropping	conditions	and	crop	management	was	equal	to	commercial	greenhouses.	Outside	the	greenhouse,	a	meteorological	station	was	installed	to	measure	air	temperature,	relative	humidity,	 solar	 radiation,	 rain,	 wind	 direction	 and	 speed.	 During	 this	 experiment,	 the	following	 inside	 climate	 variables	were	 also	measured:	 air	 temperature,	 relative	 humidity	with	 a	 ventilated	 psychrometer,	 solar	 radiation	 with	 a	 pyranometer,	 as	 well	 as	 [CO2]	 and	photosynthetic	active	radiation	(PAR)	with	a	silicon	sensor.	The	temperature	and	humidity	air	greenhouse	were	controlled	using	the	windows	and	the	heating	system.	
	Figure	1.	Interior	of	the	greenhouse	and	crop	grown	for	these	experiments.	





capacity	 of	 300	 L	 with	 automatic	 water	 temperature	 control,	 an	 adjustable	 pressure	 air	supply	for	combustion	of	200-800	hPa	and	fuel	flow	rates	from	15	to	80	kg	h-1.	




The	 use	 of	 AC	 for	 this	 application	 is	 interesting,	 since	 this	 material	 is	 a	 selective	adsorbent	 of	 CO2,	 thus	 using	 this	 material	 it	 is	 possible	 to	 capture	 CO2	 from	 flue	 gas,	removing	other	toxic	gases	also	generated	from	biomass	combustion	(CO,	NOX,	SOX).	The	CO2	absorption	 capacity	 of	AC	 is	 based	 on	Van	der	Walls	 interactions	 between	molecules,	 this	also	explain	its	CO2	selectivity,	considering	that	the	polarity	of	this	molecule	is	higher	than	the	 other	 toxic	 gases	 from	 which	 CO2	 need	 to	 be	 extracted.	 The	 process	 of	 the	 CO2	recuperation	system	had	three	steps:	(1)	CO2	capture	from	flue	gases;	(2)	purification	of	CO2,	removing	 other	 toxic	 gases	 also	 generated	 from	biomass	 combustion,	mainly	CO,	NOX	 and	SOX	 and	 (3)	 supplying	 of	 CO2	 to	 the	 greenhouse	 only	 when	 it	 is	 demanded.	 Capture	 and	supply	 procedures,	 use	 the	 same	 actuator,	 a	 proportional	 valve	 set	 after	 the	 tank.	 During	capture,	the	AC	tank	pressure	can	be	measured	using	pressure	sensors	located	in	the	outlet	and	inlet	tank	pipes;	meanwhile,	this	pressure	is	controlled	using	a	valve	placed	on	the	tank	outlet.	 Flow	 and	 CO2	 sensors	 were	 also	 added	 to	 provide	 complementary	 process	information.	 After	 the	 tank	 valve	 and	 the	 CO2	 concentration	 and	 flow	 sensors,	 there	 is	 a	three-way	valve.	This	 valve	 is	quite	 important	 for	 the	 system	development,	 since	 it	 allows	the	choice	of	where	the	gas	stream	coming	out	the	tank	is	released,	either	inside	or	outside	the	greenhouse.	If	CO2	capture	is	in	progress,	then	the	gases	are	directed	to	the	outside,	since	the	aim	of	this	process	is	to	capture	selectively	the	CO2,	hence	the	stream	would	be	rich	in	CO,	NOX	and	SOX.	The	mentioned	 sensors	 (CO2	 concentration,	 gas	 flow	and	 tank	pressure)	were	also	used	for	controlling	the	CO2	released	during	its	supply.	The	composition	of	gases	(CO,	CO2,	O2,	SOx,	NOx)	at	four	different	points	in	the	system	(chimney,	AC	tank,	gas	pipes	and	air	greenhouse)	was	measured	using	flue	gas	analyzers	(IM	1400	Environmental	Equipment	and	RAE	MultiRaeLite).	
RESULTS	AND	DISCUSSIONS	
CO2	capture	and	storage	system	The	 time	 period	when	 heat	was	 demanded	 by	 the	 temperature	 control	 system	was	longer	 than	 that	 required	 to	 store	 the	 CO2	 required	 for	 CO2	 enrichment	 during	 the	 day.	Minimum	 temperatures	 are	 more	 often	 given	 during	 night,	 just	 after	 sunrise.	 The	 time	period	 required	 to	 completely	 saturate	 the	 AC	 bed	 of	 CO2	 was	 between	 of	 3	 h.	 The	 CO2	concentration	available	in	the	flue	gas	stream	from	the	chimney	was	7%	vol.	The	saturation	AC	bed	status	could	be	easily	followed	with	the	CO2	concentration	of	the	capture	system.	The	AC	bed	was	saturated	when	the	CO2	concentration	values	was	close	to	the	7%	value	present	on	flue	gas	(Figure	3).	





exchanger	between	the	boiler	and	the	blower,	and	the	available	solar	radiation.	In	order	to	maximize	 the	process	 efficiency,	 it	was	necessary	 to	 start	CO2	 capture	only	when	biomass	combustion	was	in	progress	and	flue	gas	[CO2]	was	stable	and	as	higher	as	possible	(around	the	7%	value	previously	 stated).	Experimentally,	 it	was	observed	 that,	 for	optimum	boiler	working	conditions,	the	flue	gas	temperature	was	around	200°C	(Figure	4).	These	two	values	were	taken	as	references	for	the	control	strategy,	CO2	capture	did	not	start	until	[CO2]	was	higher	 than	5.25%	(75%	 the	maximum	possible	value).	At	 the	other	hand,	 [CO2]	was	 also	employed	 to	 follow	 the	 saturation	 status	 of	 the	 AC	 bed.	 Once	 this	 concentration	 value	becomes	 higher	 than	 5.25%,	 it	 implies	 that	 AC	 bed	 saturation	 level	 is	 a	 75%	 its	 capacity.	Therefor	CO2	capture	wasn’t	started	if	this	saturation	value	was	reached	when	heating	was	demanded	because	of	economic	criteria.	





Toxic	gases	removal	Measuring	 the	concentration	of	 toxic	gasses	 (CO,	NOX	and	SOX)	 in	different	points	of	the	 system,	made	 it	 possible	 to	 demonstrate	 that	 the	 AC	 bed	 allows	 some	 removal	 of	 CO	gases	from	the	CO2	supply.	The	concentration	of	this	gas	at	the	inlet	of	the	AC	bed	was	higher	than	 at	 the	 outlet.	 This	 observation	 was	 in	 accordance	 with	 the	 theoretical	 assumptions,	regarding	results	obtained	(Table	1),	it	is	possible	to	tell	that	affinity	of	the	AC	bed	for	these	gases	is	lower	than	that	for	CO2.	Table	1.	Toxic	gasses	concentration	(ppm)	present	in	several	parts	of	the	system.	
PLACE	 CO NO NO2 NOX	 SO2	
Chimney	 1244 - - 38,5	 0,0	
AC Tank during CO2 capture	 1034 - - 0,0	 0,0	
AC Tank during CO2 supply	 >500 0 1,1 1,1	 >20,0	
Pipe distribution holes in greenhouse 347 0,0 0,0 0,0	 7,6	
Greenhouse environment	 5 0,0 0,2 0,2	 0,2	At	the	other	hand,	the	low	concentration	of	NOX	and	SO2	detected	for	the	gas	stream	coming	out	the	tank	during	the	CO2	supply	points	out	that	AC	also	has	better	affinity	for	CO2.	The	additional	measurements	performed	 to	determine	 the	concentration	of	 these	gases	at	the	 greenhouse	 environment	 corroborate	 this	 observation.	 These	 values	 were	 below	 the	ones	beyond	them,	the	first	drawbacks	for	plant	growing	start	to	take	place.	The	CO	concentration	 in	 the	 tank	during	the	supply	process	and	 in	pipe	distribution	holes	indicates	that	this	gas	is	partially	retained	in	the	AC	bed,	but	when	it	is	released	to	the	greenhouse	the	final	concentration	is	very	low	due	to	the	dilution	of	gas	with	the	air	inside	the	 greenhouse	 (4,000	 m3).	 Regarding	 the	 NOX	 concentration,	 the	 values	 measured	 at	different	 points	 (chimney,	 tank,	 pipe	 and	 greenhouse)	 are	 similar	 and	 much	 lower	 than	measured	for	SO2	concentration.	In	fact	the	concentration	observed	at	the	chimney	is	lower	than	the	one	observed	in	the	AC	tank	outlet	during	CO2	supply	can	be	explained	because	of	the	wider	measurement	range	of	the	flue	gas	analyzer	and	the	fact	that	this	concentration	is	quite	low	in	the	case	of	this	study.	
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Literature	cited	Abdel-Ghany,	A.M.,	and	Al-Helal,	I.M.	(2011).	Solar	energy	utilization	by	a	greenhouse:	general	relations.	Renew.	Energy	36	(1),	189–196	http://dx.doi.org/10.1016/j.renene.2010.06.020.	Boulard,	T.,	and	Baille,	A.	(1987).	Analysis	of	thermal	performance	of	a	greenhouse	as	a	solar	collector.	Energy	in	Agriculture	6	(1),	17–26	http://dx.doi.org/10.1016/0167-5826(87)90018-0.	Demirbas,	A.	(2005).	Potential	applications	of	renewable	energy	sources,	biomass	combustion	problems	in	boiler	power	 systems	 and	 combustion	 related	 systems	 and	 combustion	 related	 environmental	 issues.	 Pror.	 Energy	Combust.	Sci.	31	(2),	171–192	http://dx.doi.org/10.1016/j.pecs.2005.02.002.	Farneti,	B.,	Schouten,	R.,	Qian,	T.,	Dieleman,	J.,	Tijskens,	L.,	and	Woltering,	E.	(2013).	Greenhouse	climate	control	affects	 postharvest	 tomato	 quality.	 Postharvest	 Biol.	 Technol.	 86,	 354–361	http://dx.doi.org/10.1016/j.postharvbio.2013.07.004.	IDEA.	(2010).	Renewable	Energy	Plan	2011-	2020,	Vol.	1	(Spanish	Ministry	of	Industry).	Kläring,	H.P.,	Hauschild,	C.,	Heissner,	A.,	and	Bar-Yosef,	B.	 (2007).	Model	based	control	of	CO2	concentration	 in	greenhouses	 at	 ambient	 levels.	 Agric.	 For.	 Meteorol.	 143	 (3-4),	 208–216	http://dx.doi.org/10.1016/j.agrformet.2006.12.002.	López,	J.C.,	Baille,	A.,	Bonachela,	S.,	and	Pérez-Parra,	J.	(2008).	Analysis	and	prediction	of	greenhouse	green	bean	(Phaseolus	 vulgaris	 L.)	 production	 in	 a	 Mediterranean	 climate.	 Biosyst.	 Eng.	 100	 (1),	 86–95	http://dx.doi.org/10.1016/j.biosystemseng.2008.02.006.	Lorenzo,	P.,	Maroto,	 C.,	 and	Castilla,	N.	 (1990).	 CO2	 in	plastic	 greenhouse	 in	Almeria	 (Spain).	Acta	Hortic.	268,	165–170	http://dx.doi.org/10.17660/ActaHortic.1990.268.15.	Nachidi,	M.,	Rodrı́guez,	F.,	Tadeo,	F.,	and	Guzman,	J.L.	(2011).	Takagi-Sugeno	control	of	nocturnal	temperature	in	greenhouses	 using	 air	 heating.	 ISA	 Trans	 50	 (2),	 315–320.	 PubMed	http://dx.doi.org/10.1016/j.isatra.2010.11.007	Nederhoff,	E.M.	(1995a).	Greenhouse	construction	and	equipment.	In	Greenhouse	climate	control	an	integrated	approach.	 J.C.	 Bakker,	 G.P.A.,	 Bot,	 H.	 Challa	 and	 N.J.	 Van	 de	 Braak,	 eds.	 (Wageningen,	 The	 Neatherlands:	Wageningen	Pers.),	p.161–209.	Nederhoff,	E.M.	(1995b).	Physics	of	greenhouse	climate.	In	Greenhouse	climate	control	an	integrated	approach.	J.C.	Bakker,	G.P.A.	Bot,	H.	Challa,	and	N.J.	Van	de	Braak,	eds.	(Wageningen.	The	Netherlands:	Wageningen	Academic	Publishers),	p.125–158.	Sánchez-Guerrero,	M.C.,	Lorenzo,	P.,	Medrano,	E.,	Castilla,	N.,	Soriano,	T.,	and	Baille,	A.	(2005).	Effect	of	variable	CO2	 enrichment	 on	 greenhouse	 production	 in	mild	 winter	 climates.	 Agric.	 For.	 Meteorol.	 132	 (3-4),	 244–252	http://dx.doi.org/10.1016/j.agrformet.2005.07.014.	Sánchez-Guerrero,	M.C.,	Lorenzo,	P.,	Medrano,	E.,	Baille,	A.,	and	Castilla,	N.	(2009).	Effects	of	EC-based	irrigation	scheduling	and	CO2	enrichment	on	water	use	efficiency	of	a	greenhouse	cucumber	crop.	Agric.	Water	Manage.	96	(3),	429–436	http://dx.doi.org/10.1016/j.agwat.2008.09.001.	
 
554 
	
